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6.3. Installation of adhesive pile pads: Install adhesive pile pads (P 3802 AFK) at the sill, under panel joints or
under meeting points as shown in detail bellow.

P 3802 AFK
ADHESIVE PILE —
PAD
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STEP 7

INSTALLATION OF HANDLES:

7.1. Verify shop drawings to identify the location of the handles. Install handles as shown in detail.
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DLO1-6160-XXX BF01-6514-XXX
ACACIA ACTIVE FLUSH HANDLE
HANDLE KIT
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STEP 8

BUMPER INSTALLATION:

8.1. Verify shop drawings to identify the bumpers location.

8.2. Mark bumpers location

leaving the distance shown at detail (B).

using template provided by
manufacturers(A) and pre-drill required perforations per
bumper according to shop drawings details in the panels

Bumpers for panels located on the inner rails must be
located at 165 mm from the panel edge. For panels located
on the outer rail locate bumpers 145mm from panel edge.

=165
N 20
=5

DISTANCE
REQUIRED
FOR
NO-HANDLE
PANEL

——165—~

DETAIL A
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Make sure to use the template provided by
bumper manufacturer during the process.
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Verify shop drawings to determinate if the system
configuration requires bumpers installation.
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8.4. After pre-drilling the screw hole, attach 8.5. Add the cover, ensuring the clip is
the set into the door panel using the through the slots on each side.
screws included in the set.
8.6. Repeat procedure for each door catch.

™3 Installation
screws

- Bumper installed

_--- Bumper installed

_Installation

Ensure clip

Bumper installed "

BOTTOM Detail 8.5
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STEP 9

PERIMETER SEAL:

9.1.

Insert backer rods and apply weatherproofing sealant per approved shop drawings.
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REVISION

No. DATE DESCRIPTION BY. PAGE.
02-03-17 |Installation of adhesive pile pads and flush bolt keeper update SG 16-17
22-11-17 Bumper installation was added MC 19-20
31-05-19 Hinge installation note: 1 5/16" from ES 13

outer end of jamb, was added.
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Av. Circunvalar a 100 mts de la Via 40 Las Flores
Barranquilla, Colombia PBX: (57 5) 3664600
servicioalcliente@energiasolarsa.com , PBX: (+57) 5 3664600

BY Sariel Gonzalez.
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